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BENTONE® MA 
rheological additive 

for the aqueous phase of cosmetics 

 

BENTONE MA is a rheological additive, based 
on a purified hectorite clay, which imparts 
thixotropy and good anti-settling properties to the 
water phase of cosmetics.  It is particularly 
effective as a means of improving suspension 
control without unduly increasing viscosity.  
BENTONE MA is an acid- stable clay and has 
the ability to absorb oils in skin treatments. 

BENTONE MA is in compliance with ECOCERT; 
The ecological and organic cosmetics standards. 

Ingredients 
INCI (formerly CTFA)adopted name is Hectorite 

Applications 
Oil-in-water emulsions 

Water-in-oil emulsions 

Creams 

Lotions 

Anti-perspirants 

Deodorants 

Colour cosmetics 

Face packs 

Facial make-up 

Sun-care products 

Hair-care products 

 

Key Properties 
BENTONE MA rheological additive 

can be incorporated as a pre-gel or directly as a 
powder 
provides suspension control at low viscosity 
increases viscosity of aqueous phase 
imparts thermostable thixotropy/pseudoplasticity 
reduces phase separation and syneresis 
is stable over the pH range 4-11 
is non-abrasive, non-irritant and imparts a 
smooth silky feel to cosmetics and personal care 
products 
 

Chemical and Physical Data 
Composition purified hectorite clay 

Colour off-white 

Form finely divided soft powder 

Density 2.6g/cm3 
 
 

 



  

 

The information in this publication is intended to serve as a guide but is not necessarily complete and is given without warranty. We 
recommend all users to determine the suitability of our products for their intended uses and caution them to comply with statutory 
obligations and to avoid infringing rights of third parties. We encourage users to contact us to discuss problems involving our products in 

Incorporation 
BENTONE MA rheological additive should be 
incorporated using high-shear equipment (high-
speed disc impellers, rotor-stator mixers etc.) 

To avoid lumping, add BENTONE MA  slowly to 
warm water and, to achieve best results, 
disperse under high-shear mixing for 25-40 
minutes. 

Pre-gels, up to 10%, can be prepared in water 
but viscosity may continue to increase over 24-48 
hours with BENTONE MA levels above 2%.  This 
effect can be significantly reduced by using water 
at a temperature above 35°C. 

It is important that the BENTONE MA is fully 
dispersed in the water before any other 
components, particularly surfactants, are added.  
BENTONE MA can, in some cases, be 
processed as a powder added directly to the 
formulation.  Intensive shear together with the 
solids of the formulation will provide maximum 
dispersion and gelation. 

 

Levels of Use 
Typical addition levels are 0.25%-5% BENTONE 
MA additive by weight of total formulation 
depending upon the degree of suspension, the 
rheological properties or viscosity required. 

Safety 
Before using this product please consult our 
Safety Data Sheet. 

 

order to facilitate their use. 
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